#10-32 X 1/2 TRUSS
HEAD MACHINE SCREW

F OR COMPARABLE RIVET
NOTES:
1. FOR PROPER SEALING AND STRENGTH,
0. 188 REF INSTALL FASTENERS IN ALL THE
CAULK WITH CONTINUOUS BEAD 0. 162 MAX ?gzugéNG HOLES PROVIDED IN THE
OF RTV SILICONE SEALANT ‘ -\ NN '
BETWEEN REAR HOLES AND BACK G \/ N/ Y
OF FRAME CALL 4 SIDES) FOR = \\‘5} f © > 'BANKS 1 THRU 4 FRAMES HIGH
SEAL BETWEEN FRAMES AND } MPLES
NO STIFFENER BARS REQUIRED
BETWEEN FRAMES AND PLENNUM
TOP_AND BOTTOM VIEW OF B) BANKS 5 OR 6 FRAMES HIGH:
TYPICAL FASTENER BETWEEN FRAMES INSTALL A 3/16" THK X 4 WIDE

CONTINUOUS VERTICAL STEEL BAR
BETWEEN EVERY OTHER COLUMN OF

FRAMES
S BOR 0 162 MAX C> BANKS 7 OR 8 FRAMES HIGH

' INSTALL A 3/16” THK X 4 WIDE

_J #10-32 X 1/2 TRUSS CONTINUDOUS VERTICAL STEEL BAR
—] HEAD MACHINE SCREW
i BETWEEN EVERY COLUMN OF FRAMES
FRAMES MUST BE '
INSTALLED WITH 1 D> FOR BANKS OVER 8 FRAMES HIGH
0P UP V OR FILTER RESISTANCE OVER 4
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