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Recommended cutout dimensions

. . A B
CL Filter Size

[mm] [mm]

3P3 374 374

4P4 526 526

Square 5P5 577 577

6P6 679 679

9P9 987 984

3P6 374 667

9P6 679 972

Rect.

11P5 577 1165
12P6 679 1277
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Suspension

Option A — bracket only

Brackets
included

=

Threaded support hangers

not included

Compression
Option B — bracket + screw

h <65 mm h > 65 mm
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Option B - Pressure Screw Kit for 1 housing (4x)
to be ordered separetely: Ref. 1068200

Filter Installation

Adjust by turning the handle
PU: Turn to bottom
GEL: Adjust to filter height
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Eilt Clamp | Clamp A
ilter
. Config. | Config. — |
Height .
PU GEL
MD A-1 A-1
78 A-2 N/A ;
MX | B-1 B-2 2
MG B-3 B-3

ORWE® @

Retainer Settings

OEMHX ©

— MD

—-- [Not used)

—— (Not used)

MX

- MG

2,5

M5

Attach adapter rod.
(Allen key 2,5mm
not included).

A <
Remove damper
locking screws.
(Cruciform
screwdriver
not included).

Adjust damper
from the room.
| (Flat screwdriver
not included).

Dampers are packed separately
for transport

: H Use CleanSeal
Grld Openlng Quick Access Card (included)
or any other plastic card Y
'lll \ ﬂ
: —— 1 |roue
a7 Pressure @
DOWNSTREAM
- Rp1/8”
Pressure @
UPSTREAM —
g
~ - D8d6mm
@ - J Pressure @
‘@ @ UPSTREAM
D12d9mm Integrity ONLY :
Concentration 100% Aerosol injection
UPSTREAM Link d9mm to IntegriPod
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Suspension
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included
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h > 65 mm

Compression
Option A — bracket only Option B — bracket + screw
T h<65mm
Brackets
/ included

Threaded support hangers

not included
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Option B - Pressure Screw Kit for 1 housing (4x)
to be ordered separetely: Ref. 1068200

Filter Installation

Adjust by turning the handle
PU: Turn to bottom
GEL: Adjust to filter height
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Attach adapter rod.
7 (Allen key 2,5mm
e not included).

locking screws.
(Cruciform
screwdriver
not included).

Adjust damper
| from the room.
| (Flat screwdriver
j not included).

Dampers are packed separately
for transport

Use CleanSeal
Quick Access Card (included)
or any other plastic card
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D12d9mm Integrity ONLY :
Concentration 100% Aerosol injection
UPSTREAM Link d9mm to IntegriPod
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