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ABSOLUTE D-PYRO

 

優勢

零排放

零輸出

ProSafe+Reach合規性

350°C溫度下，MPPS≥99.95%

專利結構

零回火

外框 不鏽鋼

濾材 玻璃纖維

分隔物 不銹鋼

密封膠 無機高分子

最大終阻力 700 Pa

類型 EN1822 尺寸W*H*D(mm) 風量/初阻力(m³/h/Pa) 重量(Kg)

DHT14-305x610x150-0-SP H14 305x610x150 540/310 8,0
DHT14-457x457x150-0-SP H14 457x457x150 620/300 9,0
DHT14-762x457x150-0-SP H14 762x457x150 1080/290 15
DHT14-457x610x150-0-SP H14 457x610x150 850/300 12,0
DHT14-610x610x150-0-SP H14 610x610x150 1180/290 16,0
DHT14-762x610x150-0-SP H14 762x610x150 1500/290 34,0
DHT14-305x610x292-0-SP H14 305x610x292 900/310 13,0
DHT14-457x610x292-0-SP H14 457x610x292 1420/300 19,5
DHT14-610x610x292-0-SP H14 610x610x292 1960/290 26,0
DHT14-762x610x292-0-SP H14 762x610x292 2480/290 44,0
DHT13-305x610x150-0-SP H13 305x610x150 460/250 8,0
DHT13-457x457x150-0-SP H13 457x457x150 510/250 9,0
DHT13-457x610x150-0-SP H13 457x610x150 750/250 12,0
DHT13-610x610x150-0-SP H13 610x610x150 990/250 16,0
DHT13-762x610x150-0-SP H13 762x610x150 1260/250 34,0
DHT13-305x610x292-0-SP H13 305x610x292 780/250 13,0

DHT13-457x610x292-0-SP H13 457x610x292 1310/250 19,5
DHT13-610x610x292-0-SP H13 610x610x292 1850/250 26,0
DHT13-762x610x292-0-SP H13 762x610x292 2250/250 44,0


